MIAMI-DADE MIAMI-DADE COUNTY
COUNTY PRODUCT CONTROL SECTION

DEPARTMENT OF PERMITTING, ENVIRONMENT, AND REGULATORY

AFFAIRS (PERA) 11805 SW 24 Street, Room 208

BOARD AND CODE ADMINISTRATION DIVISION Miami, Florida 33175-2474
T (786) 315-2590  F (786) 315-2599

NOTICE OF ACCEPTANCE (N OA) w.miamidade.gov/buildin

Varco Pruden Buildings, Inc.
7031 Albert Pick Road, Suite 200
Greensboro, NC 27409

Scork:

This NOA is being issued under the applicable rules and regulations governing the use of construction materials.
The documentation submitted has been reviewed and accepted by Miami-Dade County PERA-Product Control
Section to be used in Miami Dade County and other arcas where allowed by the Authority Having Jurisdiction
(AHJ).

This NOA shall not be valid after the expiration date stated below. The Miami-Dade County Product Control
Section (In Miami Dade County) and/or the AHJ (in areas other than Miami Dade County) reserve the right to
have this product or material tested for quality assurance purposes. If this product or material fails to perform in
the accepted manner, the manufacturer will incur the expense of such testing and the AHJ may immediately
revoke, modify, or suspend the use of such product or material within their jurisdiction. PERA reserves the right
to revoke this acceptance, if it is determined by Miami-Dade County Product Control Section that this product or
material fails to meet the requirements of the applicable building code.

This product is approved as described herein, and has been designed to comply with the High Velocity Hurricane
Zone of the Florida Building Code.

DESCRIPTION: 0.024” (min.) 3” x 24” Steel Structural Roof Panel

APPROVAL DOCUMENT: Drawing No. FLVPHWRI, titled “ VP HWR Panel (24” wide x 24 GA. Stegl),
sheets 1 through 8 of 8, prepared by Varco Pruden Buildings, Inc., last revision #1 dated November 30, 2011,
signed and sealed by Larry L. Boozer, P.E., on December 07, 2011, bearing the Miami-Dade County Product
Control Revision stamp with the Notice of Acceptance number and the expiration date by the Miami-Dade County
Product Control Section.

MISSILE IMPACT RATING: Large and Small Missile Impact Resistant

LLABELING: Each panel shall bear a permanent label with the manufacturer's name or logo, Jackson, TN and the
following statement: "Miami-Dade County Product Control Approved", unless otherwise noted herein,

RENEWAL of this NOA shall be considered after a renewal application has been filed and there has been no
change in the applicable building code negatively affecting the performance of this product.

TERMINATION of this NOA will occur after the expiration date or if there has been a revision or change in the
materials, use, and/or manufacture of the product or process. Misuse of this NOA as an endorsement of any
product, for sales, advertising or any other purposes shall automatically terminate this NOA. Failure to comply
with any section of this NOA shall be cause for termination and removal of NOA. '

ADVERTISEMENT: The NOA number preceded by the words Miami-Dade County, Florida, and followed by
the expiration date may be displayed in advertising literature. If any portion of the NOA is displayed, then it shall
be done in its entirety.
INSPECTION: A copy of this entire NOA shall be provided to the user by the manufacturer or its distributors
and shall be available for inspection at the job site at the request of the Building Official.
This NOA revises NOA # (9-0917.10 and consists of this page 1, evidence submitted pages E-1 & E-2 as well as
approval document mentioned above.
The submitted documentation was reviewed by Helmy A. Makar, P.E., M.S.
/ ‘/59 / M\_’ NOA No. 11-1215.01
) Expiration Date: 01/20/2015
6 /20)2 Approval Date: 04/26/2012
o4 / Z / / pp Page |

MIAMIDADE COUNTY,

APPROVED



Varco Pruden Buildings, Inc.

[y

NOTICE OF ACCEPTANCE: EVIDENCE SUBMITTED

EVIDENCE SUBMITTED UNDER PREVIOUS APPROVAL #09-0917.10
DRAWINGS

I

Drawing No. FLVPHWRI, titled “ VP HWR Panel (24" wide x 24 GA. Steel), sheets
1 through 4 of 4, including 2.1, 2.2, 3.1, 3.2, prepared by Varco Pruden Buildings,
Inc., signed and sealed by Larry L. Boozer, P.E., on November 25, 2009.

TESTS

L

Susceptibility to Leakage Test in accordance with FM 4471, Appendix G, prepared
by Force Engineering and Testing, Inc., Report No. 201-0254T-091, dated
September 09, 2009, signed and sealed by Terrence E. Wolfe, P.E.

Uniform Static Air Pressure Test in accordance with ASTM E 1592, prepared by
Force Engineering and Testing, Inc., Report No. 201-0254T-09D-F, dated
September 01, 2009, signed and sealed by Terrence E. Wolfe, P.E.

Wind and Wind Driven Rain Resistance of Discontinuous Roof Systems Test in
accordance with TAS 100-95, prepared by Farabaugh FEngineering and Testing,
Inc., Report No. T220-09, dated September 07, 2009, signed and sealed by Daniel
G. Farabaugh, P.E.

Large Missile Test per TAS 201, prepared by Farabaugh Engineering and Testing,
Inc., Report No. TI9OREV1-09, dated June 11, 2009, signed and sealed by Daniel
G. Farabaugh, P.E.

CALCULATIONS

L

Calculation titled Varco-Pruden Buildings "VP HWR Panel (24”7 wide x 24 GA.
Steel), 25 sheets, dated 09/14/09, prepared and signed and sealed by Larry L.
Boozer, P.E.

QUALITY ASSURANCE

1.

By Miami-Dade County Building Code Compliance Office.

MATERIAL CERTIFICATIONS

1.

Tensile Test Report # W0910025, prepared by Building Research Systems, Inc.,
dated August 24, 2009.

ek d slhtn

'ﬂ'elmy A. Makar, P.E., M.S.

PERA, Product Control Unit Supervisor
NOA No. 11-1215.01

Expiration Date: 01/20/2015

Approval Date: 04/26/2012



YVarco Pruden Buildings, Inc.

>N

NOTICE OF ACCEPTANCE: EVIDENCE SUBMITTED

NEW EVIDENCE SUBMITTED

DRAWINGS

L Drawing No. FLVPHWRI, titled “ VP HWR Panel (24" wide x 24 GA. Steel), sheets
1 through 8 of 8, prepared by Varco Pruden Buildings, Inc., last revision #1 dated
November 30, 2011, signed and sealed by Larry L. Boozer, P.E., on December 07,
2011.

TESTS
1. None.

CALCULATIONS
1 None.

QUALITY ASSURANCE
L By Miami-Dade County Department of Permilting, Environment, and Regulatory
Affairs (PERA).

MATERIAL CERTIFICATIONS
1. None,

OTHERS

1. Conformance Letter to the 2010 Florida Building Code, prepared by Varco
Pruden Buildings, Inc., dated December 07, 2011, signed and sealed by Larry L.
Boozer, P.E.

Vb h Mt~

Helmy A. Makar, P.E., M.S.

PERA, Product Control Unit Supervnsor
NOA No. 11-1215,01

Expiration Date: 01/20/2015

Approval Date: 04/26/2012
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B k" A-325 BOLTS (TYP). FRAMING CROSS SECTION 7031 ALBERT PICK 'ROAD
SUITE 200
GREENSBORO, NC 27409
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ACTURL CONSIRUGTON DETALS N FELD AND FOR TES1 SPEOMENS USED N TK120-03 Saomt -1+ [THE WORK PRODUCT OF VP AND DESIGN AND |Z5,05" SULSncs, 8 ovioh o slescoee atics towm sieson e, 15 Prowoeo | otSg, e vdeaos” gk “avarice, inc. VP HWR PANEL (24" WIDE x 24 GA. STEEL)
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B) ASSEMBLY DETALLS INCLUDING ALL CONNFCTIONS; RAM WITH TH OCATION; 0) FURNISHED BY VP EXCEPT TO ANY DESIGN CONFORMANGE WITH THIS ORAWING, DETALS REFERENCED. IN TS, DRAWING PROET Vinch-trimen_| [
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7031 ALBERT PICK ROAD
SUITE 200
GREENSBORO, NC 27409

THIS GRAWING, INCLUDING THE INFGRMATION HEREQN, REMAINS THE PROPERIY OF VARGO
PRUDEN BUILDINGS, A DVISION OF BLUESCOPE BUILGINGS NORTH AMERICA, INC, IT IS PROVIDED,
SOLELY FOR ERECTING THE BUILDING DESCRIBEQ IN THE APPLICABLE PURCHASE QRDER AND

Varco Pruden Buildings, a division of
BlueScope Buildings Marth Americo, Inc.

3200 Players Club Circle

Memphis TN 38125

VP HWR PANEL (24" WIDE x 24 GA. STEEL)
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NOTE: THIS PANEL SHALL BE USED FOR ROOF CONSTRUCTION ONLY, FRAMING AND DETAILS SHOWN REPRESENT
ACTUAL CONSTRUCTION DETAILS IN FIELD AND FOR TEST SPECIMENS USED IN TAS125-03 STANDARD
REQUIREMENTS FOR METAL ROOF SYSTEMS. SIZES OF TEST APPARATUS VARY, REFER TO- SPECIC TEST FOR
SAMPLE SIZE, EACH ACTUAL RQOF PROJECT SHALL BE CONSTRUCTED USING THE SAME DETAILS SHOWN ON
THESE DRAWINGS. INCLUDING: A)DETALS OF ALL VP HWR SECTIONS WITH DIMENSIONS AND THICKNESS;

B} ASSEMBLY DETALS INCLUDING ALL CONNECTIONS; NER DIAGRA

A RAM #iTH T AND_LOCATION; O
PANEL MATERIAL CHARACTERISTICS,CTHE PANEL MEETS REQUIREMENTS OF THE 2010 FLORIDA :mm

SPECGIFIED BY VP,

ITHE VP ENGINEER'S SEAL APPLIES ONLY TO
ITHE WORK PRODUGT OF VP AND DESIGN AND
PERFORMANCE REQUIREMENTS SPECIFIED
BY VP. THE VP ENGINEER'S SEAL DOES NOT | AMERICA, INC.
APPLY TO THE PERFORMANCE OR DESIGN OF
A ANY OTHER PRODUCT OR COMPONENT

FURNISHED BY VP EXCEPT TO ANY DESIGN
OR PERFORMANCE REQUIREMENTS

THIS DRAWING, WCLUDING THE INFORNATION NEREGH, HEWANG THE PROPEATY OF VARCO p_ PO
PRUDEN BUILGINGS, A DIVISION OF BLUESCOPE BUILDINGS NORTH AMERICA, INC. IT 1S PRoviDED| ~V0rco Pruden Buildings, a division of
SOLELY FOR ERECTING THE DUILDING DESCRIBED IN THE APPLICABLE PURCHASE ORDER AND

SHALL NOT BE MODIFIED, REPRODUCED OR USED FOR ANY OTHER FURPOSE WITHOUT PRIOR

VP HWR systems consists of 0.024” (min.) 37 x 247 steel structural roof panel. VP HWR panels are
factory—formed and field—=machined seamed in place vielding a single unit membrane. Thermal
compensating conceoied clips connect the ponels to secondaory structuracl members which with sealonts,
mastics, closures, trim and flgshing provide a weathertight ond finished appearance. VP HWR panels
provide 24” wide net coverage and hove 3" high major ribs. Minimum roof pitch is 0.25: 12,

Roof panel mechanical properties:

Galvaolume and galvanized steel coil used in roll formed or press broken roof covering generally will be
material based on the requirements of ASTM A792 SS, Closs 1 or 4 Gr. 50 for galvalume and AB53 for
galvanized. The minimum yield strength Fy = 53,300 psi, tensile strength Fu = 65000 psi.

Roof panel coatings and/or finishes consist of the following:

{1.) Galvalume AZ55 an aluminum-—zinc alloy coating thickness of approximately .0018” applied to both
sides of base metal.

(2.) Galvalume AZ50 an aluminum-—zinc alloy coating thickness of approximately .0016” applied to both
sides of base metal.

(3.) Galvonized G90 a zinc cooting thickness of approximately .00157 applied to both sides of bose
metal.

{4.) Galvalume AZ55 may or may not have o KXL coating.

{5.) Galvalume AZ50 and Galvanized G890 must have a KXL coating.

Fasteners:

Exposed fasteners are self drilling, stainless steel—capped with integral sealing washer, Color of
fastener heads match the roof panel finish when specified. Concealed fasteners for roof clip te roof
secondary ore self drilling. Location size and quantities as specified in details. Fosteners are
manufactured by ITW Buildex, 1349 West Manor Ave., ltascao, IL 60143

Closures, Mastics, and Sealants:

Closures, formed to motch roof panel profiles are supplied as required or specified to provide
weathertightness. Closures are of a cooted coil material, normally EPOM
ethylene—propylene—duene—monomre) in a gray or .
neutral color. Closures are manufactured by Hanna Rubber Cmpany Inc. 1511 Baltimore Ave. Kansas
City, MO 64108. Preformed tape mastics, and/or non—skinning tube sealonts are supplied for the
sidelaps and endlaps of all Varco—Pruden roof coverings. Tape mastic is preformed butyl rubber—bosed
compound. The compound is non—hardening, non—corrosive to metal ond has excellent adhesion
properties. Tape maostic is white or light gray in color. Tope mostic is mounufoctured by Sika Corp.
30800 Stephenson Hwy., Madison Heights, Ml 48071,

Tube sealont is o synthetic elostomer based materiol. Sealant color is gray or bronze. Tube seatant is
manufoctured by Sika Corp. 30800 StephensonHwy. Madison Heights, Ml 48071.
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NOTE:  THIS PANEL SHALL BE USED FOR ROGF CONSTRUCTION ONLY. FRAMING AND DETAILS SHOWN REPRESENT
ACTUAL CONSTRUCTION DETALS IN FIELD AND FOR TEST SPECIMENS USED IN TAS125-03 STANDARD
REQUIREMENTS FOR METAL ROOF SYSTEMS, SIZES OF TEST APPARATUS VARY, REFER TO SPECIFIC TEST FOR
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NOTE: THIS PANEL SHALL BE USED FOR ROOF CONSTRUCTION ONLY, FRAMING AND DETAILS SHOWN REPRESENT
ACTUAL CONSTRUCTION DETAILS IN FIELD AND FOR TEST SPECIMENS USED IN TAS125-03 STANDARD
REQUIREMENTS FCR METAL ROOF SYSTEMS. SIZES OF TEST APPARATUS VARY, REFER TO SPECIFIC TEST FOR
SAMPLE SIZE. EACH ACTUAL ROOF PROJECT SHALL BE CONSTRUCTED USING THE SAME DETAILS SHOWN ON
THESE DRAWINGS. INCLUDING: A)OETALS OF ALL VP HWR SECTIONS WITH DIMENSIONS AND THICKNESS;

B) ASSEMBLY DETALS INCLUDING ALL C NS; NER D ITH_TH AND % 0) &
PANEL MATERIAL CHARACTERISTICS.CTHE PANEL MEETS REQUIREMENTS OF THE 2010 FLORIDA BUILDING CODE.

THE VP ENGINEER'S SEAL APPLIES ONLY TO
[THE WORK PRODUCT OF VP AND DESIGN AND
PERFORMANCE REQUIREMENTS SPECIFIED
BY VP. THE VP ENGINEER'S SEAL DOES NOT
APPLY TO THE PERFORMANCE OR DESIGN OF
ANY OTHER PRODUCT OR COMPONENT
FURNISHED BY VP EXCEPT TO ANY DESIGN
OR PERFORMANCE REQUIREMENTS

SPECIFIED BY VP.

THIS DRAWING, INCLUDING THE INFORMATION HEREON, REMAINS THE PROPERTY OF VARCO
PRUDEN BUILDINGS, A OMSION OF BLUESCOPE BUILDINGS NORTH AMERICA, INC. IT 'S PROVIGE
SOLELY FOR ERECTING THE BUILOING DESCRIBED N THE APPUCABLE PURCHASE QRDER AND

3200 Ployers Club Circle Memphis TN 38125

Varco Pruden Buildings, a division of
BlueScope Buildings North Arerica, Inc.

VP HWR PANEL (24" WIDE x 24 GA. STEEL)

| AMERICA, NC.

TO PROPER ERECTION, INCLUDING THE CORRECT USE OF TEMPORARY BRACING.

SHALL NOT B8E MODIAED, REPRODUCED DR USED FOR ANY OTHER PURPOSE WITHOUT FPRIOR
WRITIEN APPROVAL OF VARCO PRUDEN BUILDINGS, A DMWISION OF BLUESCOPE BUILDINGS NOR! oY DATE ™ DESCRIPTION BUILDER omw?t \?SHWR1
CUSTOMER BT EaE—

THE GENERAL CONTRACTOR AND/OR ERECTOR IS SOLELY RESPONSIBLE FOR  |AA[11/30/11 LLB| SECTIONS AND NOTES ’ o 9,/01/08

ACCURATE, GOOD QUALITY WORKMANSHIP IN ERECTING THIS BUILDING IN LOCATION VP BUILOINGS

CONFORMANCE WITH THIS DRAWING, DETAILS REFERENCED IN THIS DRAWING, PROUECT varco_PRubEN _| | FRRAL/CHECK

ALl APPLICASLE VP ERECTION GUIDES., AND INDUSTRY STANDARDS PERTAINING A TurScops Stest Compony [
NTS BULDERS POJ oo veRsiN: 7, 1¢ 7 0F 8




" " PPER EDGE OF UPPER
(C8324) =, g Gl FE Ro0r ROOF PANEL NOTE:  BUNKET INSULATON
30° NOT SHOWN
CuT FROM 30° RowL) SEAMED AND RESEAMED
FACTORY WITH POWER SEAMER TO
NOTCH-TYP, 1) FORM HWR 180° SEAM,
ALL PANELS :—a
[y
i e e seam
RODF PANEL (FACTORY APPLIED
LOWER INSIDE SEAM) HWR PANEL CLIP
PANEL (BA602-8 OR BAG0Z-12)
FEMALE
MALE /
'--" - LOWER CORRUGATION CORRUGATION
/ RS ROOF
Ty BEh Gn e Saics o ymen,
MASTICE AND SERLANIS, | | O 10 APPLICATION oF 1/2" BLANKET
7 B17-14 x 1" BACKUP PLATE| . , INSUL. CAVITY
1/2" = NO THERMAL (HWRELF—_) ROOF (BP324) I
BLOCK REQUIRED RCOIET STITCH FASTENER | /a" .
SEE STRAP /8" X 1 1/2" TAPE
1 1/2" = THERMAL BLOCK oA [ (4) PER STRA MASTIC (HWRELM) ROOF PURLIN
REQUIRED ; END Q FOR MASTIC AND CINCH STRAP (CUT FROM 30 ROLL)
I FASTENER PATIERNS A (CS3245) A N
VP HWR ROOF (RCO2E1[f VP HWR ROOF 'RCO2E4 )| VP HWR ROOF NO1D6|)
PANEL ENDLAP (SEE NOTES BELOW) N~——1| PANEL ENDLAP PROFILE VIEW (SEE NOTES BELOW) N——~—T| PANEL SIDELAP "]
RCOZBTVY  01/17/200% RCOIBAV 01/17/2008
AULK TO SEAL ”
®~*~—~— &"x17g0 PERIMETER _—y» gent cLp (Tvp SELRJ:?V‘ETER }BQOTTA?TZY%)
14%"x11ga PERIMETER CHANNEL (TYP) EACH CORNER)
/ CHANNEL (TYP) TVEIYP.
—_—
T . b — A7 < : // _'_._//
‘ FLAT OF
24 GAGE {.022" MIN) PANEL
VP HWR PANEL (TYP) o Zay" .
8"x17q0 | "ZEE" y %"® A325 BOLTS ..ZZEE.. 9a
PUREN ©3'-0" 0/C PURLIN
_____ I D M Y A — i . . 3xBxE"x6" TYP.
L Y I ATy RS - R 7 ANGLE (TYP.) 3 sng" s')’ B
----- = °TTTTT Ik Attt l-n x
secTion (1) et &
%" BENT CUP (TYP \ [RCOZET] [ENG1D6] : Sk
| _ o e
EACH END OF PURLIN) - 24 GAGE (022" M|N) ‘(L (2)END CHANNELS TOP E "'U§
VP HWR PANEL (TYP) —_ & BOTTOM OF PANEL =%
N 15 T SO N S ] . FLAT w/SEALANT %
Lo - . ak PRODUCT REVISED %
L L complying with the Florida %4
o Building Code |
o Acc'cptf.lﬂce No ’- Z’Sl O/
10'-0" _] Expir “’"Dﬂfe"ZéEEZip/;
\_ By A
PURLIN Mt Dad ot Controt 7031 ALBERT PICR ROAD
SUSCEPTIBLITY TO LEAKAGE TEST SECTION @ WELDED ANGLE SUBERT B
GREENSBORO, NC 27409
(4]

NOTE:  THIS PANEL SHALL BE USED FOR ROOF CONSTRUCTION ONLY. FRAMING AND DETAILS SHOWN REPRESENT
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